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1	 Important

Safety

Read this user manual carefully before you 
use the dehumidifier, and save it for future 
reference.
Danger
•	 Do not spray any flammable materials such 

as insecticides or fragrance around the 
appliance.

•	 Do not drink the accumulated water, use it 
to feed animals, nor to water plants. Empty 
the water tank, and pour the water down 
the drain.

Warning
•	 Check if the voltage indicated on the 

bottom or indicated at the rear of the 
appliance corresponds to the local power 
voltage before you connect the appliance.

•	 Connect the dehumidifier to the power 
socket exclusively, and do not connect it 
through an extension cord to prevent fire 
hazard and/ or electric shock.

•	 If the power cord is damaged, you must 
have it replaced by Philips, a service center 
authorized by Philips, or similarly qualified 
persons in order to avoid a hazard.

•	 Do not use the appliance if the plug, 
the power cord, or the appliance itself is 
damaged.

•	 This appliance can be used by children 
aged from 8 years and above and persons 
with reduced physical, sensory or mental 
capabilities or lack of experience and 
knowledge if they have been given 
supervision or instruction concerning use of 
the appliance in a safeway and understand 
the hazards involved.

•	 Children of less than 8 years should be kept 
away unless continuously supervised.

•	 Children should be supervised to ensure 
that they do not play with the appliance. 

•	 Cleaning and user maintenance shall not be 
made by children without supervision.

•	 Do not start or stop the dehumidifier by 
plugging and unplugging the power cord.

•	 Do not block the air inlet and outlet, e.g. by 
placing items on the air outlet or in front of 
the air inlet.

•	 Do not insert your fingers or objects into the 
air inlet and outlet to prevent physical injury 
or product malfunction.

•	 The essential oils are not included with 
the product. Please purchase and use the 
essential oils if needed.

•	 Make sure the product is disconnected with 
power before dropping essential oils into 
the aroma box.

•	 Do not use substances other than essential 
oils.

•	 Read and follow the safety and use 
instruction of the essential oil carefully 
before using it.

•	 Check the ingredients information of the 
essential oil against your known allergies 
and exclude it from use when necessary.

•	 Consult and follow your doctor's 
recommendation before using the essential 
oil for infants, pregnant women or women 
in the lactation period or if you have 
respiratory issues

•	 If you feel unwell, experience irritation or 
discomfort during the use of the essential 
oil, please discontinue use.

Caution
•	 Only add essential oils directly to the aroma 

pad. Don't add essential oils to other parts, 
otherwise the parts will be damaged by the 
oil.

•	 Do not turn the appliance on and off 
frequently. 

•	 If the power socket used to power the 
dehumidifier has poor connections, the plug 
of the dehumidifier becomes hot. Make sure 
you plug the dehumidifier into properly 
connected power socket.

•	 Always place and use the dehumidifier on a 
dry, stable, level, and horizontal surface.

•	 Leave at least 40 cm free space behind 
and on both sides of the dehumidifier 
and leave at least 60 cm free space above 
it. Insufficient ventilation may cause 
overheating or fire hazard.

•	 Do not use this dehumidifier when you have 
used indoor smoke-type insect repellents or 
in places with oily residues, burning incense, 
or chemical fumes.

•	 Do not operate or store the dehumidifier 
under direct sunlight.

•	 Do not use the dehumidifier near gas 
appliances, heating devices or fireplaces.
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•	 Do not use the dehumidifier in a bathroom 
or other places where it is likely to come in 
contact with water, or wash it with water.

•	 When you use the dehumidifier for drying 
laundry, hang your clothes from a distance 
where water droplets will not drip onto the 
dehumidifier. 

•	 The dehumidifier is only intended for 
household use under normal operating 
conditions (5°C - 35°C).

•	 Do not use the dehumidifier in a room with 
major temperature changes.

•	 Run the power cord under carpeting, rugs, 
or runners. Arrange the cord away from 
areas where it may be tripped over.

•	 Make sure the water tank is properly 
installed before you switch on the 
dehumidifier.

•	 Do not touch the swing louver.
•	 Avoid knocking against the dehumidifier 

(the air inlet and outlet in particular) with 
hard objects.

•	 Always unplug the dehumidifier after use 
and before you move or clean it.

•	 Power off and unplug the dehumidifier 
before draining the water from the tank. 
Otherwise, this may result in water leakage 
or electricity leakage. 

•	 Do not drop the dehumidifier as this may 
cause personal injury, and damage to the 
floor or household items as a result of water 
spillage.

•	 Do not place anything on top of the 
dehumidifier. 

•	 Do not stand on, sit on, or lean against 
the dehumidifier. This may cause the 
dehumidifier to tip over causing injury.

•	 Do not remove or dismantle the float in the 
tank; otherwise, the dehumidifier cannot 
detect when the tank is full and could result 
in water leakage.

•	 Do not use detergents, cleaning agents, 
abrasive powders, chemically treated 
dusters, gasoline, benzene, thinners or 
other solvents, as they can damage the 
dehumidifier or the water tank. This may 
result in water leakage.

•	 Mildew may form in the water tank, clean it 
every week with tap water. Then, wipe with 
a soft, dry cloth.

•	 If you do not use the dehumidifier for an 
extended period of time, make sure all parts 
are clean and dry.

•	 Do not use the dehumidifier for food 
preservation, art or scientific works.

•	 Do not point the airflow of the 
dehumidifier directly at the body for a 
prolonged period of time, especially where 
there is someone who is unable to use the 
humidity adjustment function. For instance: 
infant, child, or elderly person. This may 
harm the physical condition and lead to 
dehydration.

•	 Use the dehumidifier with cautions where 
the walls, furniture, and art works are 
vulnerable to dry air.

•	 Do not place the appliance directly below 
an air conditioner to prevent condensation 
from dripping onto the appliance which will 
cause short circuit and leakage of electricity.

•	 Do not use the dehumidifier in a room with 
major temperature changes, as this may 
cause condensation inside the dehumidifier.

•	 To prevent interference, place the appliance 
at least 2m away from electrical appliances 
that use airborne radio waves such as TVs, 
radios, and radio-controlled clocks.

•	 The appliance does not remove carbon 
monoxide (CO) or radon (Rn). It cannot be 
used a safety device in case of accidents 
with combustion processes and hazardous 
chemicals.

•	 Never move the appliance by pulling the 
power cord.

•	 This appliance is not a substitute for proper 
ventilation, regular vacuum cleaning, or use 
of an extractor hood or fan while cooking.

•	 Do not sit or stand on the appliance. The 
appliance is equipped with omni wheels. 
Sitting or standing on the appliance may 
lead to potential injury.

Fuse Specification: 
T5A 250V
T1.6A 250V
Standby power consumption: 0.5 W
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WARNING for Using R290 Refrigerant

A3

The appliance shall be installed, operated and stored in a room with a floor area larger than 4m2.
Compliance with national gas regulations shall be observed.
The appliance shall be stored in a well-ventilated area where the room size corresponds to the room 
area as specified for operation.
The appliance shall be stored in a room without continuously operating ignition sources (for example: 
open flames, an operating gas appliance or an operating electric heater).
Any person who is involved with working on or breaking into a refrigerant circuit should hold a current 
valid certificate from an industry-accredited assessment authority, which authorises their competence 
to handle refrigerants safely in accordance with an industry recognised assessment specification.
Servicing shall only be performed as recommended by the equipment manufacturer.
Maintenance and repair requiring the assistance of other skilled personnel shall be carried out under 
the supervision of the person competent in the use of flammable refrigerants.

Information for the use of Flammable refrigerants
WARNING
•	 Do not use means to accelerate the defrosting process or to clean, other than those recommended 

by the manufacturer.
•	 Do not pierce or burn.
•	 Be aware that refrigerants might not contain an odour.
•	 Keep ventilation openings clear of obstruction.
•	 The appliance shall be stored to prevent mechanical damage from occurring.
•	 Handling, installation, cleaning, servicing and disposal of refrigerant shall be performed by a 

qualified servicing personnel.
•	 Any person involved with working on or breaking into a refrigerant circuit should hold a current, 

valid certificate from an industry-accredited assessment authority, which authorises their 
competence to handle refrigerants safely in accordance with industry recognised assessment 
specifications.

IMPORTANT NOTE: Read this manual carefully before installing or operating your 
unit. Make sure to save this manual for future reference.

Warning: flammable material

Refer operators manual.

Read technical manual.
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Have a dry powder or CO2 fire extinguisher 
adjacent to the charging area.

No ignition sources
•	 No person carrying out work in relation 

to a refrigerating system which involves 
exposing any pipe work shall use any 
sources of ignition in such a manner 
that it can lead to the risk of fire or 
explosion. All possible ignition sources, 
including cigarette smoking, should 
be kept sufficiently far away from the 
site of installation, repairing, removal 
and disposal, during which flammable 
refrigerant can possibly be released to the 
surrounding space. Prior to work taking 
place, the area around the equipment is 
to be surveyed to make sure that there are 
no flammable hazards or ignition risks. “No 
Smoking” signs shall be displayed.

Ventilated area
•	 Ensure that the area is in the open or 

that it is adequately ventilated before 
breaking into the system or conducting 
any hot work. A degree of ventilation 
shall continue during the period that the 
work is carried out. The ventilation should 
safely disperse any released refrigerant 
and preferably expel it externally into the 
atmosphere.

Checks to the refrigeration equipment
•	 Where electrical components are being 

changed, they shall be fit for the purpose 
and to the correct specification. At all 
times, the manufacturer’s maintenance 
and service guidelines shall be followed. 
If in doubt, consult the manufacturer’s 
technical department for assistance.

•	 The following checks shall be applied to 
installations using flammable refrigerants:
•	 the charge size is in accordance 

with the room size within which 
the refrigerant containing parts are 
installed;

•	 the ventilation machinery and outlets 
are operating adequately and are not 
obstructed;

•	 if an indirect refrigerating circuit is 
being used, the secondary circuit 
shall be checked for the presence of 
refrigerant;

•	 marking to the equipment continues 
to be visible and legible. Markings 

•	 Servicing shall only be performed 
as recommended by the equipment 
manufacturer. Maintenance and repair 
requiring the assistance of other skilled 
personnel shall be carried out under the 
supervision of a person competent in using 
flammable refrigerants.

Information on servicing
Service personnel shall undertake the following 
when servicing an appliance that employs a 
flammable refrigerant.
Checks to the area
•	 Prior to beginning work on systems 

containing flammable refrigerants, safety 
checks are necessary to ensure that the 
risk of ignition is minimised. For repair to 
the refrigerating system, the following 
precautions shall be completed prior to 
conducting work on the system.

Work procedure
•	 Work shall be undertaken under a 

controlled procedure so as to minimise 
the risk of flammable gas or vapour 
being present while the work is being 
performed.

General work area
•	 All maintenance staff and others working 

in the local area shall be instructed on 
the nature of the work being carried out. 
Work in confined spaces shall be avoided. 
The area around the workspace shall be 
sectioned off. Ensure that the conditions 
within the area have been made safe by 
control of flammable material.

Checking for presence of refrigerant
•	 The area shall be checked with an 

appropriate refrigerant detector 
prior to and during work, to ensure 
the technician is aware of potentially 
flammable atmospheres. Ensure that 
the leak detection equipment being 
used is suitable for use with flammable 
refrigerants, i.e. non-sparking, adequately 
sealed or intrinsically safe.

Presence of fire extinguisher
•	 If any hot work is to be conducted on the 

refrigerating equipment or any associated 
parts, appropriate fire extinguishing 
equipment shall be available to hand. 
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Cabling
•	 Check that cabling will not be subject 

to wear, corrosion, excessive pressure, 
vibration, sharp edges or any other 
adverse environmental effects. The check 
shall also take into account the effects of 
aging or continual vibration from sources 
such as compressors or fans.

Detection of flammable 
refrigerants
•	 Under no circumstances shall potential 

sources of ignition be used in the 
searching for or detection of refrigerant 
leaks. A halide torch (or any other detector 
using a naked flame) shall not be used.

•	 The following leak detection methods are 
deemed acceptable for systems containing 
flammable refrigerants.

•	 Electronic leak detectors shall be used to 
detect flammable refrigerants, but the 
sensitivity may not be adequate, or may 
need re-calibration. (Detection equipment 
shall be calibrated in a refrigerant-free 
area.) Ensure that the detector is not a 
potential source of ignition and is suitable 
for the refrigerant used. Leak detection 
equipment shall be set at a percentage 
of the LFL of the refrigerant and shall be 
calibrated to the refrigerant employed, 
and the appropriate percentage of gas (25 
% maximum) is confirmed.

•	 Leak detection fluids are suitable for use 
with most refrigerants but the use of 
detergents containing chlorine shall be 
avoided as the chlorine can react with 
the refrigerant and corrode the copper 
pipe-work.

•	 If a leak is suspected, all naked flames shall 
be removed/extinguished.

•	 If a leakage of refrigerant is found which 
requires brazing, all of the refrigerant shall 
be recovered from the system, or isolated 
(by means of shut off valves) in a part of 
the system remote from the leak. Oxygen 
free nitrogen (OFN) shall then be purged 
through the system both before and 
during the brazing process.

Removal and evacuation
•	 When breaking into the refrigerant 

circuit to make repairs – or for any other 
purpose – conventional procedures shall 
be used. However, it is important that best 

and signs that are illegible shall be 
corrected;

•	 refrigeration pipe or components 
are installed in a position where 
they are unlikely to be exposed to 
any substance which may corrode 
refrigerant containing components, 
unless the components are 
constructed of materials which are 
inherently resistant to being corroded 
or are suitably protected against being 
so corroded.

Checks to electrical devices
•	 Repair and maintenance to electrical 

components shall include initial safety 
checks and component inspection 
procedures. If a fault exists that could 
compromise safety, then no electrical 
supply shall be connected to the circuit 
until it is satisfactorily dealt with. If the 
fault cannot be corrected immediately 
but it is necessary to continue operation, 
an adequate temporary solution shall be 
used. This shall be reported to the owner 
of the equipment so all parties are advised.

•	 Initial safety checks shall include:
•	 that capacitors are discharged: This 

shall be done in a safe manner to 
avoid possibility of sparking;

•	 that no live electrical components and 
wiring are exposed while charging, 
recovering or purging the system;

•	 that there is continuity of earth 
bonding.

Repair to intrinsically safe 
components
•	 Do not apply any permanent inductive or 

capacitance loads to the circuit without 
ensuring that this will not exceed the 
permissible voltage and current permitted 
for the equipment in use.

•	 Intrinsically safe components are the 
only types that can be worked on while 
being in the presence of a flammable 
atmosphere. The test apparatus shall be at 
the correct rating.

•	 Replace components only with parts 
specified by the manufacturer. Other parts 
may result in the ignition of refrigerant in 
the atmosphere from a leak.

Repairs to sealed components
•	 Do not repair to sealed components.
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•	 mechanical handling equipment is 
available, if required, for handling 
refrigerant cylinders;

•	 all personal protective equipment is 
available and being used correctly;

•	 the recovery process is supervised at all 
times by a competent person;

•	 recovery equipment and cylinders conform 
to the appropriate standards.

d) Pump down refrigerant system, if possible.
e) If a vacuum is not possible, make a manifold 
so that refrigerant can be removed from various 
parts of the system.
f) Make sure that the cylinder is situated on the 
scales before recovery takes place.
g) Start the recovery machine and operate in 
accordance with instructions.
h) Do not overfill cylinders (no more than 80 % 
volume liquid charge).
i) Do not exceed the maximum working 
pressure of the cylinder, even temporarily.
j) When the cylinders have been filled correctly, 
and the process completed, ensure that the 
cylinders and the equipment are removed from 
the site promptly, and all isolation valves on the 
equipment are closed off.
k) Recovered refrigerant shall not be charged 
into another refrigeration system unless it has 
been cleaned and checked.

Labelling
•	 Equipment shall be labelled stating that it 

has been de-commissioned and emptied 
of refrigerant. The label shall be dated 
and signed. Ensure that there are labels 
on the equipment stating the equipment 
contains flammable refrigerant.

Recovery
•	 When removing refrigerant from a system, 

either for servicing or decommissioning, it 
is required to follow good practice so that 
all refrigerants are removed safely.

•	 When transferring refrigerant into 
cylinders, ensure that only appropriate 
refrigerant recovery cylinders are 
employed. Ensure that the correct number 
of cylinders for holding the total system 
charge is available. All cylinders to be 
used are designated for the recovered 
refrigerant and labelled for that refrigerant 
(i.e. special cylinders for the recovery of 

practice is followed since flammability is 
a consideration. The following procedure 
shall be adhered to:
•	 remove refrigerant;
•	 purge the circuit with inert gas;
•	 evacuate;
•	 purge again with inert gas;
•	 open the circuit by cutting or brazing.

•	 The refrigerant charge shall be recovered 
into the correct recovery cylinders. The 
system shall be “flushed” with OFN to 
render the unit safe. This process may need 
to be repeated several times. Compressed 
air or oxygen shall not be used for this 
task.

•	 Flushing shall be achieved by breaking 
the vacuum in the system with OFN 
and continuing to fill until the working 
pressure is achieved, then venting to 
the atmosphere, and finally pulling 
down to a vacuum. This process shall be 
repeated until no refrigerant is within 
the system. When the final OFN charge 
is used, the system shall be vented down 
to atmospheric pressure to enable work 
to take place. This operation is absolutely 
vital if brazing operations on the pipe-
work are to take place.

•	 Ensure that the outlet for the vacuum 
pump is not close to any potential ignition 
sources and that ventilation is available.

Charging procedures
•	 Do not charge the device

Decommissioning
•	 Before carrying out this procedure, it is 

essential that the technician is completely 
familiar with the equipment and all its 
detail. It is recommended good practice 
that all refrigerants are recovered safely. 
Prior to the task being carried out, an oil 
and refrigerant sample shall be taken in 
case analysis is required prior to re-use of 
recovered refrigerant. It is essential that 
electrical power is available before the task 
is commenced.

a) Become familiar with the equipment and its 
operation.
b) Isolate system electrically.
c) Before attempting the procedure, ensure 
that:
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The storage of equipment should be 
in accordance with the manufacturer’s 
instructions.

Storage of packed (unsold) 
equipment:
Storage package protection should be 
constructed such that mechanical damage 
to the equipment inside the package will not 
cause a leak of the refrigerant charge.
The maximum number of pieces of equipment 
permitted to be stored together will be 
determined by local regulations.

refrigerant). Cylinders shall be complete 
with pressure relief valve and associated 
shut-off valves in good working order. 
Empty recovery cylinders are evacuated 
and, if possible, cooled before recovery 
occurs.

•	 The recovery equipment shall be in good 
working order with a set of instructions 
concerning the equipment that is at 
hand and shall be suitable for the 
recovery of flammable refrigerant. In 
addition, a set of calibrated weighing 
scales shall be available and in good 
working order. Hoses shall be complete 
with leak-free disconnect couplings 
and in good condition. Before using 
the recovery machine, check that it is 
in satisfactory working order, has been 
properly maintained and that any 
associated electrical components are 
sealed to prevent ignition in the event 
of a refrigerant release. Consult the 
manufacturer if in doubt.

•	 The recovered refrigerant shall be returned 
to the refrigerant supplier in the correct 
recovery cylinder, and the relevant Waste 
Transfer Note arranged. Do not mix 
refrigerants in recovery units and especially 
not in cylinders.

•	 If compressors or compressor oils are to 
be removed, ensure that they have been 
evacuated to an acceptable level to make 
certain that flammable refrigerant does 
not remain within the lubricant. The 
evacuation process shall be carried out 
prior to returning the compressor to the 
suppliers. Only electric heating to the 
compressor body shall be employed to 
accelerate this process. When oil is drained 
from a system, it shall be carried out safely.

Transport of equipment 
containing flammable 
refrigerants:
Be determined by local regulation.

Discarded appliances supplies 
flammable refrigerants:
See National Regulations.

Storage of equipment/appliances:
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2	 Your Air Dehumidifier

Congratulations on your purchase, and welcome to Philips!
To fully benefit from the support that Philips offers, register your product at www.philips.com/welcome.

Product Overview

A
B
C

E

J

G

H

I

D

K

L

F

A Display panel G Water tank

B Louver H Continuous drainage outlet

C Air outlet I Power cord wrapping handle

D Aroma box J Back cover

E Humidity indication light K Hose

F Omni wheels L Aroma pads
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Controls Overview

A B C D E F G H I

A On/standby button F Humidity setting button

B Auto mode button G Light on/off button

C Laundry drying mode button H Auto swing button

D Fan speed button I Timer button

E Display screen

Display panel

Auto defrosting indicator  Laundry drying mode icon

Water tank full alert Continuous mode icon

Auto mode icon  Timer indicator
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3	 Getting started

Before first use
Before using the appliance, remove all 
packaging materials.

Note

•	 Before using the dehumidifier, place it 
horizontally.

Positioning the dehumidifier
To increase the dehumidifying effectiveness, 
position the dehumidifier in a location that can 
draw the most air.

Note

•	 When the dehumidifier is operating, do 
not open exterior doors or windows.

•	 Leave at least 40 cm free space behind 
and on both sides of the dehumidifier 
and leave at least 60 cm free space above 
it. Insufficient ventilation may cause 
overheating or fire hazard.

Using the aroma function

Note

•	 Only the aroma box is provided, the 
essential oils are not included with the 
product. Please purchase and use the 
essential oils if needed. 

•	 Make sure the product is disconnected 
with power before dropping essential oils 
into the aroma box.

•	 Do not use substances other than essential 
oils.

•	 Read and follow the safety and use 
instruction of the essential oil carefully 
before using it.

•	 Check the ingredients information of the 
essential oil versus your known allergies 
and exclude it from use when necessary.

•	 Consult and follow doctor 
recommendation before using the 
essential oil for infants, pregnant women 
or women in the lactation period or if you 
have respiratory issues

•	 If you feel unwell, irritation or discomfort 
during the use of the essential oil, please 
stop using it.

•	 Before using a new essential oil, please 
replace the aroma pad and clean the 
aroma box with water. Do not mix different 
essential oils.
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4	 Drop in 2-3 drops of essential oils to the 
aroma pad.

Max 3

5	 Close the cover of the aroma box and put 
it back onto the top of the dehumidifier.

4	 Using the 
dehumidifier

The humidity light

Humidity 
light color

Ambient humidity level 

Blue ≤5 (Lower ambient humidity 
level compared with preset 
humidity level) 

Purple 6-15 (Medium ambient 
humidity level compared with 
preset humidity level)

Red >15 (Higher ambient humidity 
level compared with preset 
humidity level)

1	 Remove the aroma box from the top of the 
appliance.

2	 Remove the cover of the aroma box.

3	 Remove the packing materials of the 
aroma pads and put one piece of pads into 
aroma box.
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Note

•	 When the humidity is decreased to 
the selected level, the dehumidifier 
automatically stops dehumidifying the air, 
but the fan will continue working.

•	 If you do not set the humidity level, the 
default relative humidity is 60%.

Tip

•	 A comfortable humidity level is from RH 
40% to RH 60%.

Continuous mode

In continuous  mode, the appliance 
constantly works with the optimal 
dehumidifying settings.
•	 Touch the  button repeatedly to select 

the continuous mode.
	» The  and  display on the screen.

The humidity light automatically goes on when 
the appliance is switched on, and lights up all 
colors in sequence. In a short time the humidity 
sensors select the color that corresponds to the 
surrounding humidity.

On or standby

Note

•	 For optimum performance, close doors 
and windows.

•	 Keep curtains away from the air inlet or 
air outlet.

•	 For optimum dehumidification efficiency, 
place the dehumidifier in a flat, stable 
surface. 

•	 Before turning on the dehumidifier, check 
if the power voltage corresponds to the 
voltage printed on the dehumidifier.

1	 Put the plug of the dehumidifier in the 
wall outlet.
	» The dehumidifier beeps.

2	 Touch the  button once to turn on the 
appliance.
	» The current humidity level is displayed 

on the screen.
	» After measuring the ambient 
humidity level, the humidity sensor 
automatically selects the color of the 
humidity light.

	» The dehumidifier goes to the Auto 
mode.

3	 Touch and hold  for 3 seconds to switch 
to standby mode.

Setting the humidity level

You can set the desired humidity level to 40, 50, 
60, 70, or -- percent.
•	 Touch the  button one or more times 

to set the desired humidity level, and the 
humidity indicator lights up.
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Note

•	 Do not point the airflow of the 
dehumidifier directly at the body for a 
prolonged period of time.

•	 When you use the dehumidifier for 
laundry drying, hang your clothes from 
a distance where water droplets will not 
drip onto the dehumidifier.

•	 Make sure the air inlet and outlet are not 
blocked by the clothes.

•	 Make sure that you dry the clothes on a 
safe and secure place from dropping to 
block the air inlet and outlet.

Tip

•	 Direct the louver until air flows directly 
onto the clothes to dry your clothes more 
efficiently.

Using the swing function

The louver is able to swing close to 90 degrees. 
Use the swing function to direct the air flow.
1	 Touch the  button to activate the 

swing function.

Selecting the Auto mode
•	 Touch the Auto mode button  to select 

the Auto mode.
	»  displays on the screen.
	» The current humidity level displays 

on the screen. It automatically adjusts 
the fan speed based on the ambient 
humidity level.

Changing the fan speed
•	 Touch the fan speed button  repeatedly 

to select the fan speed (1, 2 or 3) you need.

Selecting laundry drying mode
•	 Touch the  button to select the laundry 

drying mode.
	» The dehumidifier goes to laundry 

drying mode.
	» The dehumidifier operates under the 

highest fan speed.
	»   display on the screen.
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When defrosting is required:
	» The  indicator is on.
	» Defrosting will begin defrosting and 

continue until the dehumidifier is 
completely defrosted.

Note

•	 During defrosting, the dehumidifier 
operates in the highest fan speed.

•	 The dehumidifier will resume working 
and operate the previous settings after 
defrosting is completed.

Using the light on/off function

With the light on/off button, you can switch on 
or off  the humidity light or the display screen.
1	 Touch the light on/off button  once, the 

humidity light will go off.
2	 Touch the light on/off button  again, 

the display screen will go off.
3	 Touch the light on/off button  for the 

third time, all lights will be on again.

2	 Touch the  button again to deactivate 
the swing function.

Tip

•	 After the appliance is turned on, turn 
the louver upward to increase the 
dehumidifying efficiency.

Setting the Timer

With the timer function, you can let the 
dehumidifier operate for a set number of 
hours. When the set time has elapsed, the 
dehumidifier automatically turns off. The timer 
is available from 1 to 9 hours.

1	 Touch the  button to activate the timer.

2	 Touch the  button repeatedly to 
choose the number of hours you want the 
dehumidifier to operate . 
•	 To deactivate the timer function, touch 

the   button repeatedly until  is 
displayed on the screen.

Defrosting the dehumidifier

Note

•	 The defrosting function is enabled  only 
when the dehumidifier operates under 
dehumidifying mode.

The dehumidifier is equipped with a defrosting 
sensor to make sure it is in optimal condition 
when being used in cold weather. The 
dehumidifier automatically detects if defrosting 
is required. 
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4	 Put the water tank back into the 
dehumidifier.

Note

•	 The dehumidifier will resume working 
after the water tank is emptied.

Using the continuous drainage

The dehumidifier can also drain excess water by 
attaching a hose. This allows you to operate the 
dehumidifier without emptying the water tank.
1	 Turn off the dehumidifier and unplug from 

the wall socket.
2	 Connect the hose to the drainage outlet. 

Make sure the hose is properly installed.

5	 Draining the 
dehumidifier

Emptying the water tank

When the water tank is full:
	» The appliance beeps, and the  

indicator is on.

1	 Hold the recess of the water tank, and pull 
it from the dehumidifier.

2	 Open the water tank cover and empty the 
water into a sink.

3	 Wipe the outside of the water tank dry 
with a clean cloth.
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Cleaning the water tank

Clean the water tank every day to keep it clean.
1	 Switch off the dehumidifier and unplug 

from the electrical outlet.
2	 Remove the water tank from the 

dehumidifier.

3	 Remove the water tank lid.
4	 Add some mild washing-up liquid to the 

water in the water tank.

5	 Wash the water tank under a running tap 
water, and clean the insides of it with a 
soft clean cloth. Install the water tank lid.

Note

•	 Put the water tank back in to the 
dehumidifier even using the continuous 
drainage, or the dehumidifier can not 
operate normally.

•	 Make sure the hose fits tightly so that no 
water leaks from the dehumidifier.

•	 When using the continuous drainage, 
make sure the hose is laid flat and not 
knotted.

•	 Make sure the hose is not immersed 
in water, nor raised higher than the 
continuous drainage hole.

•	 Place the outlet of the hose in somewhere 
it can easily drain. 

•	 Check the dehumidifier once a week 
when draining water continuously or left 
unattended for an extended period of 
time.

6	 Cleaning

Note

•	 Always turn the appliance off and unplug 
the appliance from the electrical outlet 
before cleaning.

•	 Never immerse the appliance in water or 
any other liquid.

•	 Never use abrasive or aggressive cleaning 
agents such as bleach or alcohol to clean 
any part of the appliance.

•	 The back cover is washable. 

Cleaning the body of the 
dehumidifier

Regularly clean the inside and outside of the 
dehumidifier to prevent dust from collecting.
1	 Use a soft, dry cloth to clean both  the 

interior and exterior of the appliance.
2	 The air outlet can also be cleaned with a 

dry, soft cloth.
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2	 Pull the back cover, and remove it from the 
dehumidifier.

3	 If the back cover is very dirty, use a soft 
brush to brush away the dust. Wash the 
back cover under a running tap water.

1

2

4	 Allow the back cover to air dry thoroughly 
before placing back in the dehumidifier.

5	 Put the back cover back into the appliance.

6	 Put the plug of the dehumidifier in the 
wall outlet.

7	 Wash your hands thoroughly after 
cleaning the back cover.

6	 Wipe the outside of the water tank dry 
with a clean cloth.

2

1

7	 Put the water tank back into the 
dehumidifier.

Cleaning the back cover

Clean the back cover when necessary to keep 
it clean.

Note

•	 The back cover is washable and vacuum 
cleanable.

1	 Switch off the dehumidifier and unplug 
from the electrical outlet.
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7	 Storage

1	 Turn off the dehumidifier and unplug from the wall outlet.
2	 Clean the dehumidifier, empty the water tank and wash the back cover (see chapter ‘Cleaning’).
3	 Let all parts dry thoroughly before storing.
4	 Store the dehumidifier upright in a cool, dry and well-ventilated location.

8	 Troubleshooting

This chapter summarizes the most common problems you could encounter with the dehumidifier. If 
you are unable to solve the problem with the information below, visit www.philips.com/support or 
contact the Consumer Care Center in your country for assistance.

Problem Possible solution

The appliance does not 
work even though it is 
plugged in to the wall 
socket and switched on.

•	 The timer is set to a specific time interval. Reset or turn off the timer.
•	 Try a different electrical socket or check the wall switch.
•	 Make sure that the water tank is empty and placed in the 

dehumidifier properly.
The water tank is empty 
but the  indictor is 
still on.

•	 Remove the water tank from the dehumidifier and place it back to 
the dehumidifier again.

There is no air 
dehumidification 
in the room or the 
dehumidifying 
effectiveness is low.

•	 Make sure the air inlet and outlet are not blocked.
•	 The room humidity is below what the dehumidifier is set to. Select a 

lower humidity level.
•	 Make sure that no exterior doors or windows are open.
•	 The current temperature is low in the room. Try again until the 

temperature rises up.
Water leaks from the 
dehumidifier.

•	 Make sure the hose is properly installed (see chapter "Draining the 
dehumidifier ").

The dehumidifier does 
not collect water.

•	 The humidity is low. The dehumidifier automatically resumes 
working when the humidity level is increased.

•	 The temperature is low. Wait until the temperature rises up.
The airflow that comes 
out of the air outlet is 
significantly weaker than 
before.

•	 The back cover is dirty. Clean the back cover (see chapter 
"Cleaning").

The dehumidifier 
produces a unpleasant 
smell.

•	 The first few times you use the dehumidifier, it may produce a plastic 
smell. This is normal.

•	 If the dehumidifier produces a burnt odor, switch off and unplug 
from the electrical outlet. Contact the Consumer Care Center in your 
country for assistance.

The dehumidifier  is 
loud.

•	 If the dehumidifier is too loud, change the fan speed to a lower fan 
speed level. When using the product in a bedroom at night, choose 
a lower fan speed.

•	 Make sure that the dehumidifier is placed on a flat and stable 
surface.

Error codes "E3" “E4” 
or "E5" displays on the 
screen.

•	 The dehumidifier has malfunctions. Contact the Consumer Care 
Center in your country.
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9	 Warranty and 
support

Versuni offers a two-year warranty after 
purchase on this product. This warranty is not 
valid if a defect is due to incorrect use or poor 
maintenance. Our warranty does not affect 
your rights under law as a consumer. For more 
information or for invoking the warranty, 
please visit our website �
www.philips.com/support.

Order parts or accessories

If you have to replace a part or want to 
purchase an additional part, go to your Philips 
dealer or visit www.philips.com/support.
If you have problems obtaining the parts, 
please contact the Philips Consumer Care 
Center in your country (you can find its phone 
number in the worldwide guarantee leaflet).

10	 Notices

Electromagnetic fields (EMF)
This appliance complies with the applicable 
standards and regulations regarding exposure 
to electromagnetic fields.

Recycling
This symbol means that this product 
shall not be disposed of with normal 
household waste (2012/19/EU).
Follow your country’s rules for the separate 
collection of electrical and electronic products. 
Correct disposal helps prevent negative 
consequences for the environment and human 
health.
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